
TP - BWIND TP - SWIND TP - HWIND 
CL

TP – HWIND E  
ST-CL

TP - PWIND  
ST-CL

TP - PWIND E  
ST-CL

Basis weight 12:40 gsm 12:40 gsm 12:40 gsm 12:40 gsm 12:40 gsm 12:40 gsm

Speed up to 800 m/min    1.000 m/min   1.500 m/min    1.500 m/min 2.000 m/min      2.000 m/min

Finished reel diam. up to  1.300 mm  1.500 mm 1.800 mm   2.200 mm   2500 mm    2.500 mm

Trim width up to 2.800 mm 2.800 mm 3.800 mm 3.800 mm  5.600 mm 5.600 mm

Carrying drum 400 mm 500 mm 605 mm 700 mm 850 mm 850 mm

Relieving system Pneumatic Pneumatic Hydraulic Electro-Hydraulic Hydraulic Electro-Hydraulic

NIP control system

Curves set in  
control system,  
changeable

by the operator

Curves set in  
control system,  
changeable

by the operator

Both Automatic 
and by curves 
set in  control 
system,  
changeable

by the operator

Both Automatic 
and by curves 
set in  control 
system,  
changeable

by the operator

Both Automatic 
and by curves 
set in  control 
system,  
changeable

by the operator

Both Automatic 
and by curves 
set in  control 
system,  
changeable

by the operator

Spool handling Manual, with 
special trolley

Manual, with 
special trolley

Manual, with  
special trolley, 
or Automatic

Manual, with 
special trolley, 
or Automatic

Automatic Automatic

Special version ST (1)  -    OPTION N N N Y Y Y

Shaftless version S-L (2)    OPTION   N N Y N Y N
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Tissue

(1) ST version is “Soft Touch” for very Soft Tissue - (2) Max. working speed for “S-L” version is 1000 m/min  - CL: Closed Loop type, Electro-Hydraulic.


